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HEJ Kjell-David hät kommer brevpappermall OBS du måste använda textruta eftersom bilden ligger i botten se till att den inte är fylld annars blir det en vit bottenplatta….





Det finns en variant för onlinevisning också om du skulle behöva det.








När du skriver ut detta kommer du få en vit kant på 10mm ungefär beroende på vilken skrivare du använder…








Lycka till mvh Petra








PS om du vill plocka bort botten eller loggan gör en kopia och deleta det inte skall vara med….











Technical Data





SymoSat Model	150	60





Weight excl. cable kg: 	14,5	3.1


Height mm:		 425	295 


Width mm: 		260 	130


Depth mm: 		285 	87


Cabinet class: 	IP20	IP20


Primary fuse Amp:    	10	10


Charging voltage V: 	24 	24 


Cable length m: 	3 	3


Temperature range:	-5 to +40 °C 





Power supply: 


SymoSat Model 150: 3x 400VAC, 50-60Hz


SymoSat Model 60: 1X230 VAC, 50-60 Hz


Available charging time:


   < 8 hours, select	X


   8 hours or more, select		X		























Charger 





Technical Specification 402





The SymoSat Charger is a high frequency regulated charger with optimized charging characteristics for SymoSat Pallet Carts





The SymoSat Charger has a built in microcomputer that constantly calculates the charging efficiently and monitors the charging process. If a fault occurs in the battery or in the charger the charging is interrupted. The nature of the fault is shown on the display.





The display shows the charging process regarding current and voltage. How far the charging process has progressed is shown on three LED symbols. 





 The SymoSat Charger is developed by Micropower AB.
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